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PRINTING SPEED PRINT RESOLUTION
Prints neatly and cleanly at a rapid speed of 4.5

lines/sec and still maintains clear lettering and printing and
concise detailing.

Prints at a resolution of 400 points per line for
a resolution custom-fit for its printing paper size.

MULTIPLE CONNECTIVITY
Plugging the Qian Anjet 76 Mini Printer into any

PC is easy because of its different connectivity methods, 
including USB, Serial, Parallel and LAN

76MM PRINTING WIDTH AND MANUAL CUT
The printer includes enough space for the 76mm

printing paper rolls to spin and slide through when printing 
without any issue at all.

Includes a manual cutter built inside the printing
paper compartment with an active life of up to

1,000,000 cuts.
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Printing method 9-Pin impact dot-matrix printing
Printing speed 4.5 line/sec
Roll paper Width: 7.5±0.5mm
Column capacity 400 dots/line

Character size ANK, Font A: 9x9 dots, Font B: 7x9 dots
simplified/tradicional Chinese: 16x16 dots

Command Compatible whit ESC/POS
Interface Serial / Parallel / USB / LAN
Auto cutter No

Duplicating ability Printing head life: 10 Million lines.

Paper 2 - part / 3 - part color paper
Ribbon ERC-39, MT311, MU310, SRP280
Paper Thickness ≤0.007 in

Adaptor input voltaje 110Vac / 220Vac, 50 ~ 60Hz

Power supply 24Vdc … 2.5A

Printer input voltaje 24Vdc … 2.5A

Cash drawer control 24Vdc … 1A

Working environment Temperature (32~113 F), humidity (10~80%)
Storage environment Temperature (14~140 F), humidity (10~90%)

Compatibility Windows 7 / 8 / 10 / Linux

UPC 7500462624620


